SUBSTRATE

AIR/WATER-RESISTIVE
BARRIER COATING

ADHESIVE IN VERTICAL NOTCHED
TROWEL CONFIGURATION APPLIED
TO BACK OF EPS

EPS INSULATION BOARD

FINISH

BASE COAT

REINFORCING MESH EMBEDDED
IN BASE COAT

BASE COAT

FLASHING SYSTEM OVER CONTINUOUS
FLASHING (SEE NOTE 2)

2" (51 MM) MIN.—8—

77777

DRAINAGE STRIP ADHERED WITH
DABS OF AP ADHESIVE

MESH WRAPPED TO BACKSIDE OF
EPS MIN. 2" (51 MM)

N\ ji
A\ A\

HATT7

SEALANT WITH BOND BREAKER,
BY OTHERS

FLASHING NO. 3, BY OTHERS

DECK BOARD

END JOIST

FLASHING NO. 2, BY OTHERS

FLASHING NO. 1, BY OTHERS

NOTE:

1. GROUND FLOOR APPLICATIONS AND ALL
FACADES EXPOSED TO ABNORMAL
STRESS, HIGH TRAFFIC, OR DELIBERATE
IMPACT HAVE THE BASE COAT
REINFORCED WITH MESH PRIOR TO
STANDARD MESH. LOCATION OF HIGH
IMPACT ZONES SHOULD BE INDICATED ON
CONTRACT DRAWINGS.

2. FLASHING TAPE SURFACE CONDITIONER
AND FLASHING TAPE MAY BE USED IN LIEU
OF FLASHING SYSTEM.

/

(64 MM) MIN.

3. DETAIL DOES NOT APPLY TO
CANTILEVERED DECKS. CANTILEVERED
DECKS REQUIRE JOB SPECIFIC
FLASHING DETAILS.

NOTE:
|DETAIL ADDED TO PLAN SET ON SHEET AS302

TERMINATION AT WOOD FRAMED DECK
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